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PROPOSED WILLOW STAKES \ fH 
INSTALLED THROUGH HOLES 

IN CONCRETE STRUCTURE · 

PLAN 

SCALE: 1 "-50' 

B 

PROPOSED SALVAGED 
SOD FLOODPLAIN 

PROPOSED PRE-CAST 
CONCRETE GRADE CONTROL 
W/ BOULDERS AND COBBLE~ 
PRESSED INTO SURFACE/1/ 

MEAN LAKE 
ELEVATION 

6225.5' 

BIOENGINEERED GRADE CONTROL AT RIVER MOUTH -TYPE II 

CMP FLARED 
END SECTION 

PROPOSED CMP PIPES 12" MIN 

A FLOW 

L 

i-------22'--' -------

SCHEMATIC DESIGN PLANS 
& DETAILS 

NOT FOR CONSTRUCTION 

PLAN 

N.T.S. 

DOWNSTREAM EDGE OF ROCK 
DISSIPATERS SHALL BE "FLAT" 
(0% LATERAL SLOPE) 

A 

3~ 

EG (TYP) 
±50' 

3'MIN 

EXCAVATE TO INSTALL 
PRE-CAST CONCRETE FOOTER 

PRESS COBBLES AND BOULDERS 
INTO SURFACE 

SECTION A-A 

N.T.S. 

TOP OF GRADE CONTROL 
EL. 6222' 

EXCAVATE TO PLACE 
PRE-CAST CONCRETE STRUCTURE 

TOE PLATE 
EXTENSION 

±40 ----~-+-------

18" 
i------tl.00''---___,-i 

PRESS BOULDERS AND COBBLES 
INTO CONCRETE SURFACE 

±40 --------t~---- ± 40 --------i 

SECTION B-B 

N.T.S. 

NO. 1 BACKING, 
SEE SPECIAL PROVISIONS 

EG(TYP) 

KEY IN TURF REINFORCEMENT MAT 1' MIN. BELOW EXISTING GROUND 

TURF REINFORCEMENT MAT, 
SEE SPECIAL PROVISIONS 

NOTES: 1. SEE SPECIAL PROVISIONS FOR SUBGRADE COMPACTION REQUIREMENTS. 

SECTION A-A 

N.T.S. 

ROCK RIP-RAP ENERGY DISSIPATOR 

N.T.S. 
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SOD CAP 

SOD CAP 

SECTION A-A 

N.T.S. 

.-------EXCAVATED FLOODPLAIN-------, 

VARIES 

/ FG(TYP) 

~ RIVER CHANNEL 

....C::::::::::1 
4 

REMOVE AND REPLACE 
CONTINUOUS SOD BLANKET 

FLOODPLAIN CUT 

SCHEMATIC DESIGN PLANS 
& DETAILS 

NOT FOR CONSTRUCTION 

N.T.S. 

EXISTING 
BANKS 

+ + + 
+ + + + + + + 

+ + + + + + + 
+ + + + + + + + 

+ + + + + + + + 
+ + + + + + + + + 

+ + + + + + + + 
+ + + + + + + + + 

+ + + + + + 
+ + + 

ls 
REVEGETATE W/ NATIVE 

VEGETATION APPROPRIATE 
TO ELEVATION 

PLAN 
FINISH 

N.T.S. 

WILLOW 
WATTLE 

GRADE TOP OF 

EXISTING BANKS 
PLACE SOD SALVAGED FROM STREAMBANK 

SOD 
CUT 
LINE 

WILLOW 
WATTLE 

EXISTING 
CHANNEL BOTTOM 

BACKFILL EXISITING CHANNEL 

N.T.S. 

r 

(1\ PLANT WITH NATIVE VEGETATION 
~ APPROPRIATE TO ELEVATION 

WHEEL-ROLLED 
FILL IN 12" LIFTS 

I 

~EXISTING 
CHANNEL 

'---------40' ~ 60'·---------•-

SECTION 8-8 

N.T.S. 

-----

UTILIZE EXISTING ABANDONED CHANNEL WHERE 
APPROPRIATE. OTHERWISE EXCAVATE FROM 
EXISTING MEADOW SURFACE. 

BASIN SIDE SLOPES SHALL 
VARY BETWEEN 
3:1 AND 5:1 TO GIVE 
NATURAL APPEARANCE 

CONSTRUCT BASIN FLOORS WITH 
NATURAL VARIATIONS IN THE ELEVATION 
UP TO 6 INCHES. ENGINEER MAY CHOOSE 
TO FIELD FIT THIS WORK. 

STORMWATER TREATMENT BASIN 

NTS 
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ROOT WAD 

EXISTING UPPER TRUCKEE RIVER 

NOTES: 

1. BOULDERS SHALL BE¼ TO½ TONS EACH. 

FOOTER 
LOG 

BOULDER 

VINYL SHEET PILE 

NEW UPPER TRUCKEE RIVER CHANNEL 

2. FOOTER LOGS SHALL BE 8-12 INCHES IN DIAMETER AND 10-16 FEET IN 
LENGTH. 

3. ROOTWADS SHALL HAVE A BOLE DIAMETER OF 8-16 INCHES AND A LENGTH 
OF 10-15 FEET. 

4. ANGLES AND ELEVATIONS OF ROOT WADS SHALL VARY. 
5. ROOT FANS SHALL BE 3-5 FEET IN DIAMETER. 
6. FOOTER LOG SHALL EXTEND 4 FEET PERPENDICULARLY ON EITHER SIDE 

OF THE ROOT WAD. 

PLAN 

N.T.S. 

WHEEL ROLLED PLUG 

LATERAL GRADE CONTROL 

N.T.S. 

DEMO EXISTING FACILITIES ~ ---------===--, 

SCHEMATIC DESIGN PLANS 
& DETAILS 

NOT FOR CONSTRUCTION 

FG (TYP) 

(1\ EXCAVATE EXISTING FILL 
~ (-2.5') AND REVEGETATE 

TKPOA YARD RESTORATION 

N.T.S. 

ROOT WAD BOULDER 

SOD BLOCKS 

SOD REVETMENT 

VINYL SHEET PILE 

FOOTER LOG 2' EMB DMENT 

FILL VOIDS WITH TAMPED SOIL 

SECTION A-A 

N.T.S. 

(

REMOVE EXISTING 
FENCE 

I 
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